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AMERICANO - NITRO COLD BREW COFFEE
PORTABLE DISPENSER 25"

PORTABLE DISPENSER 25"

MDD23-E-AMER
Black Vinyl

• Dispense from a Beverage Tank™ or keg of cold brew coffee.

• Choice of cold brew still or cold brew nitro.

• Integrated Nitrogen Infusion Module (NIM), requires separate nitrogen source.

• Portable, compact refrigerator.

Shown with additional 
Beverage Tank™, MININIM and 

tapping equipment

Listed by Edison Testing Laboratories.
Conforms to UL & NSF Standards.
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Part No.  Description  Beverage Package  Finish Shipping Weight

MDD23-E-AMER 25" Americano, portable dispenser  Keg, Corny Keg, Beverage Tank™  Black
169 lbs

77 kg
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TOP FRONT SIDE

Capacity of 1/6 Kegs 2

Cubic Feet (liters) 8.4 (239)

Number of Draft Towers 1

Number of Faucets 2

Tower Approval NSF 18

Approval NSF Certified, ETL Listed

Condenser HP 1/10

Exterior
18 gauge stainless steel top, 22 gauge solid doors, 24 gauge steel front, sides and back.
Black Vinyl: Front, sides.

Interior 20 gauge stainless steel floor, reinforced frame, 24 gauge galvanized walls

Ventilation Back ventilated

Plumbing
Drain Tray: 3/4" NPT drain includes hose and drain bottle. Automatic condensate evaporator, no drain connection 
required. Evaporator condensate has been plumbed to a condensate pan located in the compressor housing.

Insulation Foamed-in-place using high density, CFC-free polyurethane; 2" top, walls and floor.

Casters Standard

Running Amps 1.5

Voltage 115/60/1

Plug Type NEMA-5-15P

Cord Length 8'

Refrigerant R290

Charge oz 2.8

Thermostat Digital

Dimensions 

Operating Performance


